
1. Consumer/Developer will provide a STRAIGHT trench with conduit from pole/transformer to meter

base. Only (2) elbows shall be used, (1) elbow at pole and (1) elbow at the meter base.

a. Trench shall provide enough depth for there to be a minimum of 24" to the top of conduit from

final grade.

b. A 36" minimum is required if installation is under roadways, driveways or parking lots.

2. All conduit in trench shall be glued and have a minimum 150lb rated nylon pull rope.

3. Required Conduit Sizes and Installation.

a. Single-Phase services, 200 Amp or less, 120/240 Volt. 2 
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 inch Schedule 40 PVC is required

throughout the length of the trench. A 36 inch long radius Schedule 80 PVC elbow is required at

the meter base and riser pole.

b. Single-Phase services, 300 to 400 Amp, 120/240 Volt. 3 inch Schedule 40 PVC is required

throughout the length of the trench. A 36 inch long radius Schedule 80 PVC elbow is required at

the meter base and riser pole.

c. If the trench needs to be covered, "Site Pipes" must be placed no further then a maximum of

30' apart. A minimum 2 
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 inch PVC is required for "Site Pipes".

d. There shall be #6 Gravel installed in the trench surronding the elbow at the house's foundation.

4. Install, BUT NOT GLUE, the first 10 foot section of Schedule 80 PVC conduit on Clark Energy's riser

pole. Clark will furnish the stand-off brackets for the 10 foot riser. The brackets must be installed a

minimum of 8 feet apart. See Illustration to the left.

a. Don't attach riser unless Clark has set final pole location.

5. All Single phase 200 Amp or less underground meter bases must

meet the following:

a. An OFFSET METER BASE, see  to the right for accepted

products.

b. The utility conduit must be offset from the center of the meter

socket.

6. The meter base riser must be Schedule 80 PVC. Riser must be securely attached with TWO

through-the-wall bolts and approved clamps.

7. The grounding electrode conductor must be unspliced #6 copper or equivalent and securely attached

to the wall. Conduit for the grounding electrode conductor may be PVC or Metal. Metal conduit must

be properly bonded.

a. There shall be (2) 8 foot ground rods installed 12" below surface grade. The first shall be a

minimum of 2 feet from foundation, the second shall be a minimum of 6 feet from the first ground

rod and 8 feet minimum from the foundation.

8. Underground service is limited to 150 feet away from pole/transformer.

9. Meter base locations must be approved in advance by Clark Energy. Center of Meter Bases should

be installed between 5 to 6 feet above final grade.

10. Must install all conduit, conduit connections, pull string and meter base for underground inspection by

Clark Energy prior to back filling the trench. Please Call 859-901-9228 for underground inspection.

If a second ditch inspection is required due to lack of meeting spec

requirements, a $45 service charge will be applied to the account.
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OFFSET METER BASES

MILBANK U1980-O (200A)

MILBANK U1980-O-KK (200A W/ HORN BYPASS)

MILBANK U2569-O (200A)

MILBANK U1797-O-K3L-K2L (320A)

EATON UTRS223ACH (200A)

SIEMENS UAS877-PG (200A)

SIEMENS SUAS917-XJCA (200A WITH METER

                         SOCKET ON LEFT HAND SIDE)

SIEMENS UAS917-XJCA (200A WITH METER

                         SOCKET ON LEFT HAND SIDE)

24" minimum

See Note 1

UnderGround Meter Base Installation
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PASSED/CORRECT UNDERGROUND INSTALLATIONS

FAILED/INCORRECT UNDERGROUND INSTALLATIONS
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24" minimum

See Note 1

NOT AN OFFSET METERBASE

ONLY ONE  THROUGH-WALL BOLT
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NO 90 DEGREE TURNS

NO SNAKE BENT

TRENCHES

OFFSET BUS BARS

CONSUMER CONDUCTOR CAN'T

INTERFERE/BLOCK WHERE CLARK'S

CONDUCTOR WILL BE LOCATED

PREFERRED COMBO-METER

BASES FOR UNDERGOUND

PRODUCT NUMBER

MBEB200BTS

UnderGround Meter Base Installation
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